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Abstract  11 
Grey water recycling has been generally accepted and is about to move into practice in terms of sustainable 12 
development. Previous research has revealed the bacteria re-growth in grey water and reclaimed municipal 13 
water during storage. However, in most present grey water recycling practices, impacts of water quality 14 
changes during storage on the system’s performance and design regulation have not been addressed. In this 15 
paper, performance of a constructed wetland based grey water recycling system was analysed by taking the 16 
constraint of residence time during storage into account using an object based household water cycle model. 17 
Two indicators, water saving efficiency (WSE) and residence time index (RTI), are employed to reflect the 18 
system’s performance and residence time during storage respectively. Results show that WSE and RTI 19 
change with storage tank volumes oppositely. As both high WSE and RTI cannot be achieved 20 
simultaneously, it is concluded that in order to achieve the most cost-effective and safe solution, systems 21 
with both small grey and green tanks are needed, whilst accepting that only relatively modest water saving 22 
efficiency targets can be achieved. Higher efficiencies will only be practicable if water quality deterioration 23 
in the green water tank can be prevented by some means (e.g. disinfection). 24 
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 1. Introduction  29 
Grey water is defined as the water which is slightly contaminated by human activities and may possibly be 30 
reused after suitable treatment, for example, water from a washing machine, shower, bath etc. The 31 
reclaimed water or the treated grey water is termed as green water in this paper. Grey water recycling is 32 
emerging as an internal part of water demand management, promoting as it does the preservation of high 33 
quality fresh water supplies as well as potentially reducing the pollutant in the environment. The principle 34 
of domestic grey water reuse is to replace all or some of the non-potable water demand by reclaimed water. 35 
The general use of treated grey water in a household context mainly includes toilet flushing and/or garden 36 
watering. This paper focuses on the toilet flushing. In the last decade, grey water recycling practices have 37 
been reported in many countries (Asano and Levine, 1996; Fittschen and Niemczynowicz, 1997; Kayaalp, 38 
1996; Nolde, 2000; Smith et al., 2000; Yang et al., 2006).  39 
 40 
1.1 Grey water characterisation 41 
As grey water arises from domestic washing operations, it varies in quality according to, amongst other 42 
things, geographical location, demographics and level of occupancy (Al-Jayyousi, 2003). Taking BOD as 43 
an indicator, its value has been reported between 33-466 mgl-1 in the literature (Al-Jayyousi, 2003; 44 
Prathapar et al., 2005; Gross et al., 2007). It has been noticed that the BOD in grey water from hand basin 45 
is slightly smaller than the one from combined sources (bath, shower, etc.) (Jefferson et al., 2000) and the 46 
quality of grey water varies with time during a day (Al-Jayyousi, 2003). Further to this, available evidences 47 
have shown changes of grey water quality during storage. Jefferson et al. (2000) reported that a 50% 48 
reduction in BOD over a 4 hours period could be achieved. However, longer residence time in storage tank 49 
can encourage bacteria re-growth and lead to degradation of water quality. Dixon et al. (2000) conducted 50 
an experiment to examine the change of grey water quality during storage and observed obvious increases 51 
of BOD and DO after initial decrease in the sedimentation period. Therefore, the quality of grey water fed 52 
into treatment device is expected to be various not only because of the different sources and time of grey 53 
water generated, but also the changes of quality during storage.  54 
 55 
In terms of healthy concern, a key question or objective in domestic grey water recycling is to ensure the 56 
green water complies with relevant standards. This may be accomplished both by choosing robust and 57 
effective treatment and limiting grey water degradation during storage by rational design. This paper will 58 
mainly focus on the latter topic. On the other hand, the concept of grey water recycling is to reduce potable 59 
water demand by replacing non-potable demand with green water in term of water demand management 60 
and sustainable development. From this point of view, the objective of grey water recycling is to save as 61 
much potable water as possible. These two objectives may interact, or even conflict each other. Their 62 
interaction/confliction should be explored to increase the understanding and confidence in implementation 63 
of grey water recycling. Rational design can then be undertaken based on these understandings to ensure 64 
the great achievement of both objectives in recycling practices. This will be discussed in this paper.  65 
 66 
1.2 Treatment technologies 67 
Researchers have reported the application of several technologies for grey water treatment. Both strengths 68 
and constraints in implementation of these technologies have been recognized. Sand filtration plus 69 
disinfection represents the most common technology used for domestic grey water recycling in the UK 70 
(Jefferson et al., 2000). The treated grey water from this kind of system has been noticed remaining high in 71 
organic load and turbidity, which thereby limit the effectiveness of the chemical disinfection process. 72 
Membrane systems offer a permanent barrier to suspended particles greater than the size of membrane 73 
material, which can range from 0.5 µm of microfiltration membranes down to molecular dimensions for 74 
reverse osmosis. The key factor constraining the viability of membrane systems is the fouling of the 75 
membrane surface by pollutant species. This has been reported by many researchers. For example, Nghiem 76 
et al. (2006) and Oschmann et al. (2005). Meanwhile, the energy demand for membrane systems is high 77 
(Jefferson et al., 2000). Biological treatment and physical treatment can effectively remove different 78 
species. The benefits of biological and physical treatments are combined in processes such as membrane 79 
bioreactors (MBR). However, high cost implications have meant that this kind of treatment is more suitable 80 
for large scale of recycling scheme than single house.   81 
 82 
As a low-cost technology, constructed wetland has recently gained much attention in grey water treatment. 83 
Experiences in Central America (Dallas et al., 2004), Middle East (Gross et al., 2007) and the UK (Frazer-84 
Williams et al., 2008) showed that high averaged removal rate can be achieved provided appropriate 85 
hydraulic retention time is given. In this project, therefore, a constructed wetland based grey water 86 
recycling system is chosen to investigate the impact of residence time in storage tanks on the system’s 87 
performance.  88 
 89 
1.3 System configuration  90 
Although different system configurations have been reported in practice, a grey water recycling system 91 
generally includes: a grey water storage tank, a treatment unit and a green water storage tank. For the 92 
system investigated in this project (Figure 1), it also has the similar system configuration. The grey water 93 
tank is connected to appliances, which consumes potable water and produces grey water. By collecting the 94 
grey water, the grey water tank stores and feeds it to the constructed wetland, where the green water is 95 
produced. The constructed wetland was placed outside of house. The constructed wetland is linked with the 96 
green water tank.  The green water tank then collects and serves green water to non-potable water demand, 97 
for example, the toilet flushing. The design of grey water recycling system is a site-dependent problem. The 98 
storage tanks can be either placed underground or on the loft in terms of specific circumstance and the 99 
user’s preference.  Pumps may be employed to facilitate the flows between treatment device, storage tanks 100 
and toilet cistern when gravity flow is not a choice. For the purpose of simplification, in this project, the 101 
grey water recycling system is simulated in a common sense, i.e. no specific implementation situation was 102 
considered, only the main parts of the system (storage tanks, treatment device and toilet cistern) and the 103 
dynamic flows among them were simulated.  104 
 105 
(Figure 1 here) 106 
 107 
Although practices of grey water recycling system have been implemented widely, most published 108 
literatures mainly focused on reporting the performance of existing systems (for example, Jeppesen, 1996; 109 
Al-Jayyousi, 2003; March et al., 2004; Ghisi and Mengotti de Oliveira, 2007). Few attentions have been 110 
focused on the impacts of system configuration on potential of water saving. Especially, no attempt has 111 
been made to investigate this problem by taking the water quality degradation during storage into account.  112 
This paper concentrates on the analysis of potential of water saving from water quality point of view.  113 
 114 
2. Methodology  115 
2.1 The household water cycle model 116 
The household water cycle model adopted in this project was developed on a MATLAB (Simulink) 117 
platform. It accounts for the production and storage of grey water and green water, and the water balance 118 
between compartments, for example, the water supply and the water demand. The allocation of water 119 
sources to water demands is facilitated by a ‘first comes, first served’ rule. This refers that the water request 120 
will be satisfied according to its appearing sequence. The model operates at 10 minutes time step which is 121 
determined by the data availability. The household water cycle model was designed with the capacity of 122 
coping with any type of treatment system operating modes. However, complicated management strategy is 123 
required to facilitate intermittent operating mode. Therefore, in this paper, for the purpose of simplification, 124 
continuous operating mode is assumed for the operation of constructed wetland.  125 
 126 
2.2 Input data 127 
The input data required by the household water cycle model are the water use profile information for each 128 
appliance. To understand the performance of grey water recycling system at different situations (for 129 
example, peak and non-peak uses of toilet; different water use manners on weekdays and weekend), it is 130 
necessary to assess its behaviour over an extended period, ideally to cover its expected lifetime. However, 131 
in practice, it is hard to source this kind of data. Therefore, in this project, a Monte-Carlo method was 132 
adopted to generate water use profile time series data covering 10 years period at a time step of 10 minutes. 133 
The parent data uitilised in the Monte-Carlo method was derived from a large-scale survey conducted by 134 
Water Research Centre UK (WRc) to investigate water consumption trends in different parts of the UK. In 135 
this survey, flow meter and data logger were used to identify flow charcatersitics and classify water-use 136 
events, which can be the use of toilets, showers, baths, internal and external taps, washing machines and 137 
dishwashers (Ton That, 2005).  The system is capable of recording every 10ml of water used at 1 second 138 
intervals for periods up to 2 week. In this research, water profile data from 100 three-person households 139 
was employed. Figure 2 shows, by average, a three-person household requires 369.11 litres water per day, 140 
in which 103.99 litres for toilet flushing, 39.91 litres for washing machine, 55.56 litres for bath, 50.70 litres 141 
for shower and 118.95 litres for tap uses. Distributions of water use events in terms of time and household 142 
were examined.  Spatial and temporal differences of water use event were found. Taking toilet flushing as 143 
an example, Figure 3 shows the cumulative number of toilet use event in every 10 minutes interval during a 144 
day (144 intervals) for the 100 households. Except for the morning and evening peak uses, toilet flushing is 145 
featured as a randomized event. Figure 4 displays the distribution of number of toilet use event and 146 
household numbers, which reveals that most households (79 households) use 10-14 times of toilet per day. 147 
It is also noticed from Figure 4 that 8 households use less than 7 times of toilet per day, which might be 148 
because of less people living in. In generating water use profile time series data using Monte-Carlo method, 149 
spatial and temporal differences were taken into account to represent the differences of water use event in 150 
term of time and household. 151 
 152 
(Figure 2,3,4 here) 153 
 154 
2.3 Residence time distribution 155 
The residence time (RT) in a storage tank is calculated according to the ‘first in first out’ (FIFO) algorithm 156 
(Walski et al., 2003). In the FIFO algorithm, the first volume of water to enter the storage tank as inflow is 157 
the first to leave as outflow. In the household water cycle model, each parcel of water is noted with the 158 
times entering and leaving the storage tank. The difference between these two times indicates the period the 159 
water staying in the tank and is therefore the RT, which is calculated at each time step and has a precision 160 
down to 10 minutes. The probability of a RT is accounted by dividing the number of its appearance over the 161 
whole running period (10 years in this case) with the total number of appearance for all RTs. Residence 162 
time distribution (RTD) refers to the curve of the probability against its corresponding RT (illustrated in 163 
Figure 5). The RTD describes the probability and range of RT of water in the storage tank.  164 
 165 
(Figure 5 here) 166 
 167 
2.4 Performance indicators  168 
Two indicators are employed to evaluate the system’s performance. One is from quality aspect, the 169 
residence time index. The other is from quantity aspect, the water savings efficiency.  170 
 171 
The time range of a RT for the question under discussion is defined as target range (TR). Previous research 172 
has recommended that the RT in a grey water tank should not be beyond 48 hours to avoid the significant 173 
water quality degradation (Dixon et al., 2000). No similar research has been conducted for green water. 174 
However, experience from reclaimed municipal water suggests green water quality degradation during 175 
storage is expected (Narasimhan et al., 2005). For simplification, therefore, a 0 to 48 hours TR was adopted 176 
both for grey water and green water. To evaluate to what extent RT is within the TR (0 to 48 hours), a 177 
residence time index (RTI) is introduced, calculated as the ratio of the integral of RTD over the TR to the 178 
one over the whole range (Figure 5). A RTI value of 0 means no RT is in the range of 0 to 48 hours, while 1 179 
indicates that all water leaving the storage tank as outflow stays in the tank less than 48 hours. The greater 180 
the RTI is, the better the storage tank performs in terms of avoiding water quality degradation.  181 
 182 
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 186 
Water saving efficiency (WSE) is defined as the percentage of potable water saved by reusing grey water. It 187 
reflects to what extent the toilet demand is satisfied by non-potable water. A higher WSE means more 188 
potable water is saved.  189 
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Where: 191 
T = Run duration  192 
Wt = Amount of non-potable water used for toilet flushing 193 
Dt = Toilet water demand 194 
 195 
3. Model simulation and discussions 196 
By feeding the input data series into the household water cycle model, the water dynamics in household 197 
water cycle over 10 years time was simulated. The attention was paid on the impacts of storage tank and 198 
treatment capacity on the potential of water savings with consideration of limitation for residence time. 199 
Model simulation for a three-person household was taken as an example for demonstration purpose.  200 
 201 
3.1 The RT in grey and green water tanks 202 
The function of grey and green water tanks is to deal with the synchronicity between water sources and 203 
demands. In this paper, the treatment is assumed to operate in a continuous mode, which implies that the 204 
outflow from the grey water tank and the inflow to the green water tank are continuous and at a constant 205 
rate. Meanwhile, the inflow to the grey water tank and the outflow from the green water tank are dependent 206 
on the grey water production and toilet water demand respectively, and they are at intermittent patterns. So, 207 
unlike a typical treatment reactor, which has a RT dictated solely by flow rate (for a given reactor volume), 208 
this RT will be more complex giving both varying tank volumes and intermittent supply/demand.  209 
 210 
The RTD is the reflection of the comprehensive interactions between inflow and outflow rates and patterns, 211 
and the volume of storage tank. In order to provide an insight to these interactions, the investigations of the 212 
impact of tank volume on RT for both grey and green water tanks are conducted in two types of analyses: 213 
offline analysis and online analysis.  214 
 215 
In the offline analysis, the inflow and outflow of the grey and green tanks keep unchanged while the tank 216 
volumes vary. The relationships of RTD and RTI0-48 with tank volume are focused. The interactions and 217 
impacts from other system components are not considered. Thus, the offline analysis offers a static snapshot 218 
understanding of the RT during storage. For the green water tank, the outflow is toilet water demand and 219 
the inflow is related to the treatment capacity. For the grey water tank, the inflow is grey water production 220 
from household water consumptions and the outflow is determined by the water request from treatment 221 
device, which is also related to the treatment capacity. An arbitrarily given treatment capacity value is 222 
adopted here.  223 
 224 
In the online analysis, the RT during storage is investigated by taking the system component interactions 225 
into account. For example, when the RT of a green water tank is under investigation, not only the impacts 226 
of volume of the green tank, but also the volume of grey water tank are considered. This reflects the 227 
situation in a real system. Therefore, the online analysis provides a more systematic understanding of the 228 
RT. It should be noted that the value of inflow to green water tank or the outflow from the grey water tank 229 
might not be the same as the treatment capacity because the grey water demand of the treatment device 230 
may not be always satisfied in the online analysis. The actual value, not the potential treatment capacity is 231 
adopted in the online analysis, while the potential treatment capacity is used in the offline analysis.  232 
 233 
3.1.1 The green water tank 234 
The results of the offline analysis for the green water tank are given in Figure 5. It presents the RTD of a 50 235 
litres green water tank with an inflow of 0.7 litres per 10 minutes, which corresponds to a treatment 236 
capacity of 100 litres per day, and the RTD of a 200 litres green water tank with the same inflow rate. As 237 
shown in Figure 6 (chart A), for the 50 litres tank, most water flowing out of the green water tank 238 
(excluding overflow) resided 0 to 10 days in the tank. The median value of the RTD is accounted as 1.88 239 
days. The RTI0-48 is calculated to be 0.60 according to equation 2. For the 200 litres tank, the median value 240 
of RTD and the RTI0-48 are 3.12 days and 0.43 respectively. It is observed that the increase of storage tank 241 
volume results in a longer residence time, and therefore, a reduced RTI0-48. This is also revealed in chart B, 242 
in which the RTI0-48 curve for tank size from 0 litres to 1000 litres with the same inflow rate is displayed.  243 
 244 
(Figure 6 here) 245 
 246 
Chart C in Figure 5 shows the result of the online analysis. It is clear that both the green and the grey water 247 
tank volumes impose impact on the RTI0-48 of the green water tank. It decreases with increasing of grey and 248 
green water tank volumes. However, the RTI0-48 is more sensitive to the green water tank volume. It is also 249 
noticed that very slight impact is imposed on the RTI0-48 by the size of grey water tank when the green 250 
water tank is relatively small (for example, less than 150 litres). This is because the adoption of threshold 251 
treatment capacity values. The household model operates at a 10 minute time scale and a ‘spill after yield’ 252 
assumption. In the model, the amount of grey water to spill is calculated after serving the treatment device 253 
in each time step.  When the grey water tank volume is rather small, the grey water generated in the 254 
household is more prone to spill. The difference between available grey water tank capacity and the grey 255 
water production in each time step is termed as amount to potentially spill (APS) in the case of the former 256 
is smaller than the latter. When the grey water tank is small, its ‘buffer’ function in adjusting the inflow and 257 
the outflow is not significant. At this circumstance, the more the APS uptaked by the treatment device (i.e. 258 
the bigger the treatment capacity), the more grey water would be possibly reused. For a recycling system 259 
with a small grey water tank, the highest WSE might appear when the treatment capacity is big enough to 260 
uptake all APS. This results in a large threshold value of treatment capacity. The difference between grey 261 
water in APS and in the grey water tank is that the latter can last beyond the current time step in the tank, 262 
while the former will spill if it is not uptaked in the current time step. When a bigger grey water tank is 263 
employed (more grey water can then be supplied from the grey water tank), a relatively small treatment 264 
capacity may be required to produce the same amount of green water as the situation of small grey water 265 
tank with large treatment capacity. For both situations, when the green water tank is small, more than 266 
enough (compared to the green water tank volume) green water can be produced. Different from the grey 267 
water tank, in which outflow is continuous and the APS can be uptaked by the treatment device, the 268 
outflow from the green water tank is intermittent (determined by the toilet water demand) and APS will be 269 
more possible to spill rather than to be uptaked by toilet cistern. Therefore, the RTIs of small green water 270 
tanks, as shown in chart C, will be rather steady regardless the volume of grey water tank.   271 
 272 
3.1.2 The grey water tank 273 
The results of the offline analysis for the grey water tank are shown in Figure 7. Chart A in Figure 7 274 
presents the RTDs of 50 and 200 litres grey water tanks with 100 litres per day treatment capacity. The 275 
median value of the RTDs and the RTI0-48s for 50 litres tank and 200 litres tank are: 0.25 days and 1, 1.64 276 
days and 0.95 respectively. It is clearly shown that the grey water is more prone to reside longer in a bigger 277 
grey water tank for a given treatment capacity. The RTI0-48 decreases with increasing grey water tank 278 
volume. This is also reflected by chart B in Figure 7, which depicts the changes of RTI0-48 with various grey 279 
water tank volumes for a given treatment capacity. Chart B also suggests that, for a given treatment 280 
capacity, the RTI0-48 of grey water tank remains 1 for the grey water tank volume up to a specific threshold 281 
value (for example, for treatment capacity 100 litres per day, the threshold value for grey water tank is 282 
about 190 litres (chart B in Figure 7)). The RTI0-48s for grey water tanks which are smaller than the 283 
threshold value are expected to be 1. A smaller RTI0-48 will be yielded for grey water tank which is bigger 284 
than this threshold. This turning point indicates the maximum grey water tank volume which a specific 285 
treatment capacity can ‘digest’ in terms of residence time up to 48 hours. The turning point for a bigger 286 
treatment capacity is expected to be higher.  287 
 288 
(Figure 7 here)  289 
 290 
The results of the online analysis are presented in chart C in Figure 7. It is observed that both grey and 291 
green water tank volumes have impact on the RTI0-48 of the grey water tank. However, grey water tank 292 
volume is more influential on the value of RTI0-48. It should be noticed that similar to the investigation for 293 
the green water tank, the threshold treatment capacity values are adopted in the online analysis for the grey 294 
water tank. The contour for RTI0-48 = 1 indicates a front that any combination of grey and green water tank 295 
volumes below it can lead to the residence time of grey water during storage is statistically lower than 48 296 
hours given the adoption of threshold treatment capacity.  297 
 298 
3.2 Relationship of potential WSE with grey and green water tanks  299 
Figure 8 shows WSE versus treatment capacity for 200 litres grey and green water tanks. It clearly indicates 300 
that WSE is maximised at a threshold treatment capacity of 200 litres per day for this configuration. Beyond 301 
this point, efficiency slowly declines regardless the increasing of treatment capacity. This effect is 302 
produced by the complex interactions between water supply and demand in relation to the filling of the two 303 
tanks, remembering that the green water tank has the potential for mains top up if it cannot supply the 304 
requested demand. For given volumes of grey and green water tank volumes, a bigger treatment capacity 305 
means more grey water could be treated into green water. However, it might also result in less grey water to 306 
be actually reused for toilet flushing because a bigger treatment capacity can encourage overflow from the 307 
green water tank and deficit of grey water. By iterating this calculation for any combinations of grey and 308 
green tanks in a reasonable range, the relationship of potential WSE with grey and green tank volumes can 309 
be explored. This is performed from two aspects: volume based analysis and quality based analysis. In the 310 
volume based analysis, the interaction between system performance and storage tank volumes are only 311 
investigated from water quantity aspect. The treatment device is assumed to be robust enough to cope with 312 
low quality grey water. It is also assumed that the quality of green water reaches the relevant standards and 313 
regulations before being consumed. In the quality based analysis, the relationship of grey and green water 314 
residence times during storage and their implications on water quality degradation are taken into account.  315 
 316 
(Figure 8 here) 317 
3.2.1 Volume based analysis 318 
In the volume based analysis, the system was assessed by taking just the quantity balance between water 319 
supply and demand into account.  A range of different configurations was evaluated, based on both grey 320 
and green water tank volumes up to 1000 litres, and treatment capacities up to 1000 litres per day. Result of 321 
this analysis is presented in Figure 9. It is observed that potential WSE increases with increasing total 322 
volume of grey and green water tank. For a given grey/green water tank volume, the WSE also increases 323 
with increasing green/grey water tank volume. However, the increase is not symmetrical.  For a given green 324 
water tank size, impact of grey water tank volume changing on WSE is small. Whereas in the converse case, 325 
for a given grey water tank size, impact of changing green water tank volume on WSE is significant. The 326 
figure clearly indicates the relative importance of the green tank volume in terms of achieving high WSE. 327 
The figure clearly indicates the relative importance of the green tank volume in relation to the grey water 328 
tank.  For the same total volume, a higher WSE is expected for the combination with a greater size of green 329 
water tank.  For example, for 800 litres total storage volume, the combination of 700 litres grey + 100 litres 330 
green yields 60 % WSE  (point a in Figure 9), 400 litres grey + 400 litres green gives 76 % WSE (point b), 331 
while 87 % WSE is expected for the combination of 100 litres grey + 700 litres green (point c).   332 
 333 
(Figure 9 here)  334 
 335 
3.2.2 Quality based analysis 336 
For the quality based analysis, the same configurations as the ones in the volume based analysis are 337 
adopted. Results are shown in Figure 10. Chart A in Figure 10 presents the contours of WSE and RTI0-48 338 
(for the grey tank) for different grey and green water tank volumes. It indicates that the residence time in 339 
the grey water tank is prone to be longer than 48 hours when both grey and green water tanks are large (as 340 
shown in the top right area in chart A). This implies that special attention should be paid in sizing storage 341 
tanks for a recycling system employing less robust treatment device like constructed wetland discussed in 342 
this paper, whose removal performance is sensitive to inflow grey water quality. Although the RTI0-48 of 343 
grey water tank imposes some influence on the system performance, a high WSE (i.e. over 85%) can still be 344 
accomplished theoretically by choosing rational grey and green water tanks given the RTI0-48 of the green 345 
water tank is also satisfactory. For example, a combination of relatively big green water tank and small 346 
grey water tank can promote both high WSE and low residence time (as shown in the bottom right area in 347 
chart A).  348 
 349 
(Figure 10 here)  350 
 351 
Chart B in Figure 10 shows the relationships of WSE and RTI0-48 (green) with grey and green water tank 352 
volumes. Opposing relationships are observed, such that higher grey and green water tank volumes lead to 353 
higher WSE but lower RTI0-48.  In terms of water demand management, an objective to save as much 354 
potable water as possible is generally pursued. The volume based analysis implies that a high WSE (i.e. 355 
over 85%) can be achieved with reasonable configurations (sizes – grey: 150 litres and green 650 litres, 356 
point a in chart B).  However, for this configuration, the RTI0-48 for the green water tank is 0.3.  Currently, 357 
there are no standards for RTI0-48, but in the interim if a value of 0.5 is suggested as a reasonable target 358 
figure, chart B clearly indicates it is not possible to achieve both an RTI0-48 = 0.5 and WSE = 85 %, 359 
whatever size tanks are used.  If an RTI0-48 standard of 0.5 is needed, a WSE of no greater than 65 % is 360 
possible based on a small green water tank (150 litres).    361 
 362 
4. Discussion 363 
A basic concern in grey water recycling is that the green water quality is good enough for non-potable 364 
purpose use and complies with relevant standards and regulations.  Previous studies have revealed the 365 
water quality degradation of grey water and municipal reclaimed water during storage. This might decrease 366 
the effluent quality of treatment device. Furthermore, the quality of grey water produced varies with time 367 
due to different sources (for example, quality of grey water from bath is different from washing machine). 368 
This imposes more uncertainties and variabilities on quality of influent grey water to treatment device. 369 
Therefore, methods should be taken to ensure that the grey water is to be treated before its quality degrades 370 
to unacceptable level.  In other words, residence time less than a certain value (48 hours in this work) as a 371 
criterion should be taken into account in system design. Similar consideration applies to green water tank to 372 
ensure the green water to be supplied for toilet before quality degrades to unacceptable level.  373 
 374 
The RTI is introduced in this paper to assess the probability of water residing in a storage tank over a 375 
certain period. From the analysis for grey and green water tanks, it is observed that the RTI0-48 is related to 376 
the volume of storage tank, inflow and outflow patterns. For the same volume of grey and green water 377 
tanks, differences in feature of RTD and value of RTI0-48 are observed. For example, the RTI0-48s for 200 378 
litres grey and green water tanks are 0.95 and 0.34 respectively (Figures 6 and 7). The shapes of RTD also 379 
show opposite trends (charts A in Figures 6 and 7). In the grey water tank, the probability of grey water 380 
flowing out (not spilling) immediately after flowing in (RT ∞ 0 hour) is rather small and it is more prone to 381 
reside for a while. However, in the green water tank, the green water is more prone to flow out immediately 382 
although the overall probability of residing over 48 hours is bigger than the one for a grey water tank with 383 
the same volume (RTI0-48 grey 200 litres = 0.95 or RTIover 48 = 0.05; RTI0-48 green 200 litres = 0.34 or RTIover 384 
48 = 0.66). This attributes to the different patterns of inflow and outflow of the storage tank. In the grey 385 
water tank, the inflow is the production of grey water in a household, which is intermittent and might be 386 
with high flow intensity over a short time period (for example, the use of bath and shower). The outflow is 387 
the water request from treatment device, which is continuous and with relatively low flow intensity. This 388 
results in that the grey water produced in the current time step is more possible to flow out afterwards. 389 
However, the situation for a green water tank is opposite, in which the inflow (green water production) is 390 
continuous and with relatively flow intensity and outflow is intermittent (toilet water request) and with 391 
relative high flow intensity (Assuming 1 toilet event with 9 litres water request in a 10 minute time step, the 392 
flow intensity is 9 litres per 10 minutes. For comparison, the flow intensity for a 100 litres per day 393 
treatment device is about 0.7 litres per 10 minutes).  This explains why the probability of RT ∞ 0 hour for 394 
green water tank is high (chart A in Figure 6) and the probability of RT ∞ 0 hour for grey water tank is low 395 
(chart A in Figure 7).  396 
 397 
The residence times of water in grey and green water tanks are investigated both with online and offline 398 
situations in this paper. The former assumes the storage tank is isolated from the system except for the 399 
adoption of real inflow for grey water tank (grey water production) and outflow for green water tank (toilet 400 
water request) and ignores the interaction between grey and green water tanks, and the treatment device. It 401 
provides a static snapshot on the relationship of RT with the volume of storage tank and representative 402 
inflow and outflow patterns. The latter investigates the RTs by taking the dynamic interactions between 403 
treatment capacity, grey and green water tanks. The relationship of RT with grey and green water tank 404 
volumes for a system with optimal design is explored. It reveals the systematic influence on RT of grey and 405 
green water. The finding from the offline analysis provides an insight to the understanding of RT due to 406 
volume of storage tank and flow patterns. The finding from the online analysis offers a systematic 407 
understanding of relationship of RT with system configurations and assist in revealing the constraint of RT 408 
in system design and potential water saving.   409 
 410 
In the investigation for the impact of system configuration on potential of water saving, the quality based 411 
analysis reveals the impacts of RTs on the potential of water saving. Small values of RTI0-48 are observed 412 
for big grey and green water tanks in achieving high WSE. However, it is still possible to achieve both high 413 
WSE and RTI0-48 (for the grey tank) by rational system design for a recycling system with less robust 414 
treatment device theoretically given the RTI0-48 (for the green tank) is satisfactory. More significant 415 
influence of RTI0-48 (for the green tank) on WSE is noticed. Although no standard for RTI0-48 (for the green 416 
tank) value is currently available, results from quality based analysis show that the WSE is inevitably 417 
reduced to pursue to higher RTI0-48 (for the green tank). It is also suggested that a combination of ‘big grey’ 418 
and ‘small green’ be employed to achieve a higher RTI0-48 (for the green tank) without trading off the WSE 419 
(chart B in Figure 7). This does not conflict with the finding from the volume based analysis, in which a 420 
combination of ‘big green’ and ‘small grey’ is recommended. In the volume based analysis, this conclusion 421 
is drawn on the condition of the same total volume of storage tank and in terms of water saving. However, 422 
in the quality based analysis, it is concluded to aim a better RTI0-48 (for the green tank) and the total volume 423 
of storage tanks are not the same.     424 
 425 
(Figure 11 here)  426 
 427 
The discussion above indicates that the adoption of 0 to 48 hours TR can significantly reduce the potential 428 
of potable water saved in a grey water recycling system. Figure 11 demonstrates that a broader TR, RT less 429 
than 4 days (96 hours) in the green water tank, can increase the potential of water saving by 16% for a grey 430 
water recycling system with the same configurations. In most present grey water recycling practices, the 431 
green water normally serves the toilet demand without further treatment. Therefore, target range of less 432 
than 2 days residence time is adopted in this project. The main concern of grey water recycling in terms of 433 
water demand management is to save as much potable water as possible, provided the water quality is 434 
satisfied. Result from above discussion shows that the main constraint to the percentage of potable water 435 
saved is the RT in the green water tank. Therefore, solutions should be sought to tolerate longer RT without 436 
compensate the quality of green water significant to achieve a higher water saving efficiency.  A possible 437 
answer to this might be to introduce another treatment or disinfection option, between green water tank and 438 
toilet cistern.  439 
 440 
5. Conclusions 441 
1. This paper explores the potential of water saving for a constructed wetland based grey water recycling 442 
system by taking the residence time of water during storage tank into account. The dynamics of water cycle 443 
in a household over 10 years is simulated using an object based model at a 10 minutes time step.  Results 444 
from the investigation of removal performance for different qualities of grey water suggest that attention 445 
should be paid in prohibiting degradation of grey water during storage for a constructed wetland based 446 
water recycling system. This conclusion may also apply to other grey water recycling system with less 447 
robust treatment technologies.  448 
2. Analysis for the residence time in grey and green water tanks indicates that RTD and RTI are dependent 449 
on the volume of storage tank, inflow and outflow patterns. Results from the volume based analysis reveal 450 
that the WSE increases with increasing storage tank volumes.  For a given total storage volume, greater 451 
WSE can be achieved by using greater volumes of green tank. Therefore, system configurations using larger 452 
green and smaller grey tanks are recommended in practice provided a suitable treatment strategy is 453 
employed. The quality based analysis has highlighted that although larger volume tanks produce higher 454 
water saving efficiencies, smaller volume tanks are needed to secure good water quality.  Indeed water 455 
saving efficiencies of greater than approximately 60 % cannot be safely achieved.  456 
3. As both high WSE and RTI cannot be achieved simultaneously, it is concluded that in order to achieve 457 
the most cost-effective and safe solution, systems with both small grey and green tanks are needed, whilst 458 
accepting that only relatively modest water saving efficiency targets can be achieved.  Higher efficiencies 459 
will only be practicable if water quality deterioration in the green water tank can be prevented by some 460 
means (e.g. disinfection). In this research, the effect of temperature on deterioration in storage tank is not 461 
considered. It is suggested that its impact should be included in future research. 462 
 463 
Acknowledgement  464 
This work is developed by the ‘Water Cycle Management for New Developments’ (WaND) project 465 
[www.wand.uk.net] funded under the Engineering & Physical Science Research Council’s “Sustainable 466 
Urban Environment” Programme by EPSRC, UK government and industrial collaborators. 467 
 468 
 469 
References 470 
Al-Jayyousi O.R. (2003) Grey water reuse: towards sustainable water management. Desalination 156(1-3), 471 
181-192. 472 
Asano T. and Levine, A.D. (1996) Wastewater reclamation, recycling and reuse: past, present and future. 473 
Water Science and Technology 33, 1–14. 474 
Dallas S., Scheffe B. and Ho G. (2004) Reedbeds for greywater treatment--case study in Santa Elena-475 
Monteverde, Costa Rica. Central America Ecological Engineering 23(1), 55-61. 476 
Dixon A., Butler D., Fewkes A. and Robinson, M. (2000) Measurement and modelling of quality changes 477 
in stored untreated grey water. Urban Water 1(4), 293-306. 478 
Fittschen I. and Niemczynowicz J. (1997) Experiences with dry sanitation and grey water treatment in the 479 
ecovillage toarp, Sweden. Water Science and Technology 35(9), 161-170.  480 
Frazer-Williams R., Avery L., Gideon W., Jeffrey P., Shirley-Smith C., Liu S. and Jefferson B. (2008) 481 
Constructed wetlands for urban grey water recycling. The International Journal for Environment and 482 
Pollution 33(1), 93-109. 483 
Ghisi E. and Mengotti de Oliveira, S. (2007) Potential for potable water savings by combining the use of 484 
rainwater and grey water in houses in southern Brazil. Building and Environment 42(4), 1731-1742. 485 
Gross A., Shmueli O., Ronen Z. and Raveh E. (2007) Recycled vertical flow constructed wetland 486 
(RVFCW)--a novel method of recycling grey water for irrigation in small communities and households. 487 
Chemosphere 66(5), 916-923. 488 
Jefferson B., Laine A., Parsons S., Stephenson T. and Judd S. (2000) Technologies for domestic wastewater 489 
recycling. Urban Water 1(4), 285-292. 490 
Jeppesen B. (1996) Domestic grey water reuse: Australia’s challenge for the future. Desalination 106(1-3), 491 
311-315. 492 
Kayaalp N.M. (1996) Regulatory framework in South Australia and reclaimed water reuse options and 493 
possibilities. Desalination 106(1-3), 316-322.  494 
Liu S., Butler D., Memon F. and Makropoulos C. Exploring the water saving potential of domestic grey 495 
water recycling systems using an object-based household water cycle model. Desalination (submitted). 496 
March J. G., Gual M. and Orozco F. (2004) Experiences on grey water re-use for toilet flushing in a hotel 497 
(Mallorca Island, Spain). Desalination 164(3), 241-247. 498 
Narasimhan R., Brereton J., Abbaszadegan M., Ryu H., Butterfield P., Thompson K. and Werth H. (2005) 499 
Characterising microbial water quality in reclaimed water distribution systems. AWWA Research 500 
Foundation, USA.  501 
Nghiem L.D, Oschmann N. and Schäfer A.I. (2006) Fouling in grey water recycling by direct ultrafiltration. 502 
Desalination 187(1-3), 283-290. 503 
Nolde, E. 2000. Grey water recycling systems for toilet flushing in multi-storey buildings – over ten years 504 
experience in Berlin. Urban Water 1(4), 275-284. 505 
Oschmann N., Nghiem L. D. and Schafer A. I. (2005) Fouling mechanisms of submerged ultrafiltration 506 
membranes in greywater recycling. Desalination 179(1-3), 215-223. 507 
Prathapar S.A., Jamrah A., Ahmed M., Al Adawi S., Al Sidairi S. and Al Harassi A. (2005) Overcoming 508 
constraints in treated grey water recycling in Oman. Desalination 186, 177-186.  509 
Smith A., Khow, J., Hills S. and Donn A. (2000) Water reuse at the UK's Millennium Dome.  Membrane 510 
Technology 2000(118), 5-8. 511 
Ton That L. (2005) Investigation of water consumption and wastewater discharge patterns using domestic 512 
water data. Unpublished MSc dissertation of Imperial College London.  513 
Walski T.M, Chase D.V., Savic D.A., Grayman W., Beckwith S. and Koelle E. (2003) Advanced water 514 
distribution modeling and management. Haestad press, Waterbury, CT USA. 515 
Yang W., Cicek N. and Ilg J. (2006) State-of-the-art of membrane bioreactors: Worldwide research and 516 
commercial applications in North America. Journal of Membrane Science 270(1-2), 201-211. 517 
 518 
 519 
 520 
 521 
 522 
 523 
 524 
 525 
 526 
 527 
 528 
 529 
Figure 1 530 
 531 
 532 
 533 
 534 
 535 
 536 
 537 
 538 
 539 
 540 
 541 
 542 
Constructed 
wetland 
Float switches 
and top ups 
 
Green water 
tank 
T W 
 
Grey water 
storage tank 
Overflow  
Overflow  
T: Toilet 
W: Washing machine 
Hand basin, bath etc 
Float switch: green 
water top up 
Overflow 
Toilet  
Float switch: 
mains top up 
Mains  
Grey water flow 
Green water flow 
Potable water flow 
 543 
Water use profile(litres/day)
103.99 , 28%
39.91 , 11%
55.56 , 15%
50.70 , 14%
118.95 , 32%
Toilet
Washing Machine
Bath
Shower
Tap
 544 
 545 
Figure 2 546 
 547 
 548 
 549 
 550 
 551 
Figure 3 552 
 553 
 554 
 555 
 556 
 557 
 558 
 559 
 560 
 561 
 562 
 563 
 564 
 565 
05
10
15
20
25
30
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
Toilet use events per day
N
um
be
r o
f h
ou
se
ho
ld
 566 
 567 
 568 
Figure 4 569 
 570 
 571 
 572 
 573 
 574 
 575 
 576 
 577 
 578 
 579 
 580 
 581 
 582 
 583 
 584 
 585 
 586 
 587 
 588 
 589 
 590 
 591 
 592 
 593 
 594 
 595 
 596 
 597 
 598 
 599 
 600 
 601 
 602 
 603 
 604 
Figure 5 605 
 606 
 607 
 608 
 609 
 610 
 611 
 612 
 613 
 614 
 615 
 616 
 617 
 618 
Figure 6 619 
 620 
 621 
 622 
 623 
 624 
 625 
 626 
 627 
 628 
 629 
 630 
 631 
 632 
Figure 7 633 
 634 
 635 
 636 
 637 
 638 
 639 
Figure 8 640 
 641 
 642 
 643 
Figure 9 644 
 645 
 646 
 647 
 648 
 649 
 650 
 651 
 652 
 653 
 654 
 655 
 656 
 657 
 658 
Figure 10 659 
 660 
 661 
 662 
 663 
 664 
 665 
 666 
 667 
 668 
 669 
 670 
Figure 11 671 
 672 
 673 
 674 
 675 
 676 
 677 
 678 
 679 
 680 
 681 
 682 
 683 
 684 
 685 
 686 
 
 687 
Figure 1 Illustration of grey water recycling system  688 
Figure 2 Water use profile data for three-person households 689 
Figure 3 Distribution of toilet use event in terms of time 690 
Figure 4 Distribution of toilet use event in terms of household  691 
Figure 5 Illustration of residence time distribution  692 
Figure 6 Results for residence time of green water: online and offline analyses 693 
Figure 7 Results for residence time of grey water: online and offline analyses 694 
Figure 8 Relationship of WSE and treatment capacity   695 
Figure 9 Relationship of WSE and system configuration: volume based analysis 696 
Figure 10 Relationship of WSE and system configuration: quality based analysis 697 
Figure 11 Impacts of target range on WSE 698 
 699 
 700 
